
RWS display. 
One example of 

display suitable to 
the scale platform

 ✔ Adjustable in height from above

 ✔ Stainless steel AISI 304. (DIN 1.4301)

 ✔ Ramp and immersion kit are available as 
options

 ✔ Can be used lying on the floor or immersed 
down into the floor

 ✔ Four load cells in stainless steel, class C3 with 
IP class 68 and type approved

Very robust and type-approved stainless steel floor scale
Floor scale in stainless steel. Four load cells with IP class 68. Available 
in different sizes and capacities. The stainless steel platform is polished 
for easy cleaning. Five meter cable from platform to display. Ramps and 
immersion kit as options.
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Benefits

Stainless steel floor scale KAP-XS

Various standard 
sizes from 800 x 800 

mm and up

                                             
Load cells IP class 68

Approved OIML    
Class III



0322 442 00
info@liden-weighing.se

Technical specifications KAP-AS KAP-AS KAP-BS KAP-BS KAP-CS KAP-CS KAP-DS KAP-DS KAP-ES

Capacity (kg) 600 1500 600 1500 1500 3000 1500 3000 3000 

Readability (kg) 0,2 0,5 0,2 0,5 0,5 1 0,5 1 1

Platform length (mm) 800 800 1000 1000 1250 1250 1500 1500 2000

Platform width (mm) 800 800 1000 1000 1250 1250 1500 1500 2000

Stainless steel platform P P P P P P P P P

Net weight (kg) 80 80 80 100 100 135 135 160 330

Other capacites /sizes offer offer offer offer offer offer offer offert offer

Immersion kit KAP-AS KAP-AS KAP-BS KAP-BS KAP-CS KAP-CS KAP-DS KAP-DS KAP-ES

A (mm) 920 920 1120 1120 1370 1370 1620 1620 2120 

B (mm) 820 820 1020 1020 1270 1270 1520 1520 2020

C (mm) 920 920 1120 1120 1370 1370 1620 1620 2120

D (mm) 820 820 1020 1020 1270 1270 1520 1520 2020

H (mm) 120 120 120 120 120 120 120 120 150

Other capacites /sizes offer offer offer offer offer offer offer offert offer

Ramp KAP-AS KAP-AS KAP-BS KAP-BS KAP-CS KAP-CS KAP-DS KAP-DS KAP-ES

A (mm) 800 1000 1000 1250 1250 1250 1500 1500 2000 

B (mm) 800 800 800 800 800 800 800 800 1500

Ramp Immersion kit

Approved OIML Class III

Adapter

Load cell IP-68 / Display IP-65

Approved

LCD-display with backlight

CE-marked

External adjustment

Summation Load cell 

Rechargeable battery

Warranty 1 year

Stainless (steel)


