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 Label scale SM-120BLL 

 SM-120BLL is a price-calculating scale with built-in Linerless printer. It has DIGI's unique auto 
cutter that gives you variable labels depending on how much text an article needs. 
 
The Linerless printer's label roller is easy to change and since there is no support film needed, 
just put the roll in place and close the cover so the scale is ready to use. The 32 hotkeys 
enable the most frequent items to be easily accessible. 
 
The compact design of the scale makes it easy to place. A clear LCD display makes it easy to 
handle and program. The origin tag is handled smoothly and easily via a quick selection. 

   
    
                                           
 
             
  
 
 
 
 
 
 
 
 
 
 
 
 
 

   Compact and lightweight 
 Clear LCD-display 
 32 Hotkeys enable the most frequent items  
 Linerless printer with DIGI´s unique auto cutter 
 The origin tag is handled smoothly and easily via a quick selection  
 Ethernet and TCP/IP as standard for connecting to local data 

network  
 Connectable to store data system (optional) 
 Software WebVOP light included for easy product manage
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SM-120BLL Specifications: 
 
 

Technical standards SM-120BLL 

Capacity 15 kg 30kg 

Readout 0-6kg/2g, 6-
15kg/5g 

0-15kg/5g, 15-
30kg/10g 

Accuracy OIML 

Platform sice 355 x 280 mm 

Stainless steel platform  

Product size 361X427x146 mm 

Weight of scale 11,3 kg 

Display FSTN LCD with backlight 

OIML-approved  

Memory 2MB (std) 32GBMax 

Communication RS232C, Ethernet 

      

Functions     

Price calculation  

Power supply  

      

Approvals & verifications     

CE-approval  

EC type approved OIML Class III 

First time verification  

      

      

SM-120PLL  

      

 


